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« Please read this manual carefully before installation to use this product safely and correctly.

« Please follow the instructions, safety precautions and warnings stated in this manual.

« This manual does not apply to persons who are physically, mentally or intellectually deficient, or who lack experience and

knowledge (including children).

Before use

Using

Maintenance



Thank you very much for purchasing our products.

For your safe use, the hazards and damages caused by misuse are now described as follows:
Please read this manual carefully and use it on the basis of full understanding.

If any misoperation, there is a possibility of death or serious injury.

If any misoperation, there is a possibility of personal injury or damage to item.

This mark represents "prohibited" that cannot be done.

This mark represents the "mandatory" that you must perform.

( Important:

- 1) Before use, please confirm that the installation has been completed and

operation in accordance with the "Installation Manual" and "Construction

Instructions”.

2) In order to prevent danger, please read the manual carefully before use

and use it on the basis of full understanding. After reading, please keep it at
hand. Please follow these instructions and pay attention to the danger signs.
The company is not responsible for any damage caused by failure to comply
with the instructions and damage caused by installation..

1)Please entrust our service center or professional to repair.

2)The warranty period of the product is half a year after purchase.
The company does not guarantee caused by the installation and water quality.
In addition, spare parts need to pay after the warranty period.

3)Please use under the following conditions.

1.Water source standard : Drinking water, pH : 6.5-8.5
2.Inlet water pressure : 200kPa~600kPa

3.Inlet water temperature : 0°C~40°C

4. Altitude : Less than 800m

5.Power supply fluctuation : Rating valuex10%LLF
6.Humidity : 10%~60% ( No condensation )
7.Ambient temperature : 0°C~40°C

4) Please select air switch at the power input to ensure safe use of electricity. The rated voltage
of the air switch should be greater than or equal to the rated voltage of the line. The rated current
of the air switch and the rated current of the overcurrent dropper should be greater than or equal
to the calculated load current of the line.




Safety Notice

Warning

Do not block the drain pipe (overflow pipe).
Water vapor from above the water boiler can affect walls and ceilings.

Confirm the power supply

JEN L .
A N The voltage must be within 10% of the specified voltage.
/\ Pay attention to water pressure
/ ! N When water pressure is high (more than 700 kPa), it may affect the normal operation
/\) Prohibition of private transformation
| | . . .
N It may cause fire, electric shock or malfunction.
/i\ Risk of fire
Jan) \, Please do not let water boiler be close to natural gas and other flammable or explosive materials.
" Risk of electric shock
/\ Please do not open the backplane to confirm that the ground wire is securely connected. Power
/- \ connection type: Y type connection

If the power cord is damaged, it must be replaced by the manufacturer or other repair
department or similar professional to avoid danger. Anti-shock level: Class |

Risk of burns
Please do not touch the hot water tap and the outlet pipe directly.
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Do not install outdoors
Do not install outdoors when using indoors.

Note

Water management
There is a possibility of damage to the product caused by health hazards. Please use
tap water that meets the water quality standards. Do not put tea leaves, etc.

Work environment
Avoid direct sunlight, no moisture, keep the ambient temperature 0°C-40°C

Inlet water temperature & room temperature are above 0 °C, no freezing

If room temperature is lower than 0 °C, the boiler will have frozen phenomenon,
please leave it for 24 hours in the condition higher than 0 °C after the power is off.

When not in use for a long time
After draining the water from water tank, keep it dry inside. When reusing it, be sure to clean th

water tank and check the electrical components.

Do not use when no water
Re-using will make the water turbid. Please replace the water in water tank.

Prohibition of water intrusion
The water boiler cannot be cleaned with a jet stream. The protection level : IPX3

@ 00060

Clean the water tank and the heating elements

Please clean the inside of the water boiler regularly. When a film is formed on the electrode
in the water tank, it may cause inoperability. Irregular cleaning of the scale by the heating
elements will quickly shorten its service life and cause failure of the broken or squib.




Description

Front view
Side view
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Power cable

Water tap

Control panel

Setting
1.Set temperature and time
2. Set days

Program fix
1. Increase temperature, time, days

2. Fix the program

Auto ON/OFF

1. Press it into auto running

2. Press AUTO and ¥ more than 3s
when it is on and it will be off.

Select
1. Select setting program
2. Select days

Leakage alarm
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. Features

// A\ Adopt the world's leading step feeding water technology, water temperature can N
' reach 99 °C, and water production is bigger.
e ]
= . ™~
' (B)LCD display , easy to operate |
. ey
‘/fc\ Temperature and water level are controlled by a micro-intelligent control system \‘
.~ and keep water warmfor long time. B,
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@ The water temperature can be set from 40 ° C t0 99 ° C.
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(T 9 After settings, automatic running at work time and automatic stop during holiday, which
~ save energy and extend service life, and greatly reduce lime scale. Manual mode for

\ overtime use.
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L/F\ Low water level anti-dry & higher temperature safety detection alarm & protection device.
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‘@ Intelligent fault automatic detection and alarm. W
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L @ UV steralization to ensure quality of drinking water (some models). |

L @ Automatic discharge water, drain date can be setied (some models). |

[(@ Night running, water can be heated and stored in the low peak period of power consumption, (some models) |

[ D Automatic variable capacity, it can change the volume of boiler according to the amount of water consump‘fiETn,
=’ saving energy (some models). .

1 Functional Attention

Not an instant boiler, it takes time to boiled water.

Water pressure is drop pressure

wl| N | =]

Water annot be boiled at the setting of 99°C when it is used at a height of 800m or
more, Reference value: altitude 800m-1000m 95°C, 1000m-200m 90°C.

Do not use pure water or high purity water.

Ambient temperature and inlet temperature will affect heating time and efficiency.

The features with "partial models" are specific functions, which can be found in P18.
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